L 401 13HS[1€Z°0¥0% 33NDIS|

As specified

00%0
2
7 Aerye)
0
(= o
/ fooooo

Engineering fabric
(when specified)

Porous backfill

—

1'-0" backfil
material

@6” p‘pe/

As specified

r—>

)

"

Engineering fabric
(when specified)

Porous backfill—"]

Pipe diameter —

Y

+

™ = 2'-0" min.

2" min

1'-0" backfill
material

Depth
(varies)

as specified

00

4" min.

210"

—

Backfill
material
RN CA I s va eepsaecy ot }'
o O g Qs s 0o Vi
OUOOODO 'g
Subbase material O?%%SU :E
(@) (o]
Engineering fabric ODO”OO"O N
(when specified)
Porous backfill 8) —i
o 2 g 7
M 6" pipe 12" min. E2“ min.
CASE B
TYPE 1

20"

Subbase material

Engineering fabric
(when specified)

Porous backfill

Pipe diometer/ )2
as specified

00

Backfill
material

Depth
(varies)

2'-0" min. 77

Backfill
material

Engineering fabric
(when specified)
Porous backfill

6" pipe O

Subbase material

Note: Type 1installation is for longitudinal subdrain only.
Type 2 installation is for combination subdrain/footing drain
collectors.
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Place perforations down for allinstallations.

When concrete pipe is specified, wrap pipe joints
with engineering fabric. Do not apply joint
sealant. Comply with Figure 4020.211.

REVISION

NEW [ 10/21/08

|4l > SUDAS

FIGURE 4040.231

SHEET 10F 1

SUBDRAINS




